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Dosljedna preciznost i tocnost mogu se ocekivati s nasim kompaktnim, robusnim i potpuno opremljenim GeoMax cjevovodnim laserima.
Njihove funkcionalne i svestrane konfiguracije, Sirok raspon funkcija i ¢vrsti dizajni ¢ine Zeta cjevovodne lasere pouzdanom opcijom za sve vase potrebe.

Maksimalna produktivnost

Maksimalna robustnost

Maksimalna fleksibilnost




IVlaksimalna produktivhost

Maksimalna robustnost

Maksimalna fleksibilnost

Maksimalna

Maksimalna vidljivost

Maksimalna sigurnost

1 snopa za optimalnu vidljivost u gotovo svim radnim uvjetima.

divanju Zetal25S ili Zetal25SG, moZete odrediti smjer cijevi iz sigurnosti izvan rova




250 mm 10”




Usporedna tablica:

Zetal25 Zetal25 US Zetal25G Zetal25G US Zetal25S Zetal25SG
Laser beam Red Green Le Green
Laser class
Cross axis levelling Manual Automatic (&%)
Vertical level X ¥
Vertical beam alignment 4
Manual alignmemnt 4
Self-levelling ramge -15% to +45%
Grade range -10%: to +40%

Protection IP&E

Rechargeable lithium ion battery pack

Fawer supply 110/230V AC converter (charge and run simultaneously); 12V power cord

Battery life 40h Li-lon battery

Thread mounting 5/8"

Operating temperature +50°C to -20°C [(122°F to -4°F)

Size and weight 305 (12%) x 105 (4.1") x 113 mm (4.47); 2.07 kg
Operating range < 200 m (656")

Detection angle 20% (12m f 40" @30m / 100")

Rotation speed 1250 rpm

REMOTE CONTROL

Operating range 190 m (&00") front through the pipe; 7.6 m (25") from rear

Batteries 3 AA alkaline

Dimensions 119 x 60 x 30 mm (4.7" x 2.35" x 1.2")
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Slobodno nas kontaktirajte za bilo kakva pitanja! A gl bpro :

g i

Tel: (+385) 1 4660280; Fax: (+385) 1 4660281

GSM: (+385) 91 4660280; OIB: 41640413152

Adresa - Zavrtnica 3

Email: gibpro@gibpro.hr
IBAN HR212484008 1101699296



mailto:gibpro@gibpro.hr

