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Fleksibilnost za pokretanje X-PADa, FieldGenius-a ili Carlson SurvCE-a ili bilo kojeg drugog lokaliziranog terenskog softvera u Zoom40, sa svojom
grafickom bojom u visokoj rezoluciji i zaslonom osjetljivim na dodir omogucuje vam da radite na nacin koji najbolje odgovara vasim potrebama.

U kombinaciji s moguénosti mjerenja velikih udaljenosti s velikom to¢noséu mozete biti sigurni da Zoom40 radi kada i vi radite.
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Zoom40 Distance measurement on reflector and
nexuss 500 m non-prism*

ANGLE MEASUREMENTS
Accuracy 2" (0.6 mgon), 5" (1.5 mgon)

Display resolution 17
Method Absolute, continuous, diametrical

Compensation Quadruple axis

DISTANCE MEASUREMENTS

Prism 3,500 m # 2 mm + 2 ppm
MNon-prism 500m / 2 mm + 2 ppm
Footprint B x 20 mm**

PHYSICAL SPECIFICATIONS

Weight 6.12 kg (incl. battery & tribrach)
Operating temp. -20°C to S0°C**=*

Protection class IP54 dust and waterproof
Humidity 95 %, non-condensing

INTERFACE
Keyboard
Display

Memory size
Interface
Remaovable memory
Bluetooth

POWER SUPPLY
Internal battery
Operating time**=

PLUMMET
Type
Accuracy

Full alphanumeric, dual face (opt.)

3.5" Quarter-ViGA colour touch
screen (320x240 pixel), 10 lines x 30
characters, self heating, illuminated

Internal; 2GB
UsBe

USE memory stick
Device Class 2

Removable Li-Ion

36 h {continous angle), 10h (continous
distance measurement every 30s)

Laser point, adjustable brightness
1.5 mm at 1.5 m instrument height

OPERATING SYSTEM

Microsoft®

Windows CE

"PowerlLock”
theft protection

Polar Option
-30°C

"GeoMax Superior”
powerful onboard SW

16 hours
battery life

USB & RS232
Connection

High resolution,
large Q-VGA
colour & touch display

USB memory stick =

accXess EDM
technology up to
1000m non-prism
range.

Coaxial visible
laser beam

Quadruple Axis

~ Compensation

Laser plummet

"SecureLock”
Drives

Built-in
Bluetooth®
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Slobodno nas kontaktirajte za bilo kakva pitanja! A gl bpro :

g i

Tel: (+385) 1 4660280; Fax: (+385) 1 4660281

GSM: (+385) 91 4660280; OIB: 41640413152

Adresa - Zavrtnica 3

Email: gibpro@gibpro.hr
IBAN HR212484008 1101699296
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